20001108.ba v03_n030.bam.20001108 


>From ???@??? Wed Nov’ 8 15:40:29 2000 -0600 

Date: Wed, 8 Nov 2000 15:38:00 CST 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 3030 

Message-Id: <20001108224030.ED1883C7@devel43.theporch. com> 


BOATANCHORS Digest 3030 
Topics covered in this issue include: 


1) help requested - Stancor choke rating 
by Joe LeKostaj <jm_lekostaj@attglobal.net> 
2) Re: help requested - Stancor choke rating 
by "Sandy Blaize" <ebjr@i-55.com> 
3) RE: help requested - Stancor choke rating 
by "Ed Sieb" <sieb@sympatico.ca> 
4) Re: another Whatizzit..?? 
by Ed Zeranski <ezeran@concentric.net> 
5) REplacement Cloth-Covered AC Line Cord? 
by Sandy Gerli <angerli@home.com> 
6) Re: another Whatizzit..?? 
by "Hue Miller" <kargokult@proaxis.com> 
7) Re: REplacement Cloth-Covered AC Line Cord? 
by Arden Allen <gumbear@pacbell.net> 
8) Re: REplacement Cloth-Covered AC Line Cord? 
by "Andrew Emmerson" <midshires@cix.co.uk> 
9) RE: REplacement Cloth-Covered AC Line Cord? 
by "Shriver, John" <john.shriver@intel.com> 
10) Re: another Whatizzit..?? 
by "russ dworakowski" <wb3fau@hotmail .com> 
11) Re: REplacement Cloth-Covered AC Line Cord? 
by Arden Allen <gumbear@pacbell.net> 
12) FS: Gonset GPP-1 Phone Patch 
by "Doc" <eDoc@netzero.net> 
13) RS-6 research data needed 
by saipan59@juno.com 
14) Re: National ACN Dial. 
by Robert Vincent <rvi3489u@postoffice.uri.edu> 
15) RE: AN/ARC-4s @ L'ville - 2M AM 
by jay_coward@agilent.com 
16) Test gear FS 
by BEN NOCK <G4BXD@compuserve.com> 
17) Rare tx offered 
by BEN NOCK <G4BXD@compuserve.com> 
18) What are these? Anyone interested? 


by "A. B. Bonds" <ab@vuse.vanderbilt.edu> 
19) Military Pictures Wanted 

by "BROWN,MIKHAEL (A-PaloAlto,ex1)" <mikhael_brown@agilent.com> 
20) AM RADIO HI FI 

by JOHN.SEHRING@ecunet. org 
21) AM RADIO HI FI 

by JOHN.SEHRING@ecunet.org 
22) Re: REplacement Cloth-Covered AC Line Cord? 

by jackiv@juno.com 
23) Line cords 

by Robert Vincent <rvi3489u@postoffice.uri.edu> 
24) RE: Line cords 

by "Shriver, John" <john.shriver@intel.com> 


Mime-Version: 1.0 

Message-Id: <p0432040cb62e4b3d2532@[32.102.106.168]> 

Date: Tue, 7 Nov 2000 19:04:22 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Joe LeKostaj <jm_lekostaj@attglobal.net> 

Subject: help requested - Stancor choke rating 

Content-Type: text/plain; charset="us-ascii" ; format="flowed" 


Hi all. 


Can anyone please tell me the ratings for a Stancor C1002 filter 
choke? It measures about 16H on a hand-held (low current) LCR meter. 


Along the same line, is there any on-line resource for looking up 
specs for chokes or transformers from the likes of Stancor, 
Thordarson, etc? 


Tnx & 73, 
Joe K9YLY 


Message-Id: <200011080137 .TAAQ3757@exit1.i-55.com> 
From: "Sandy Blaize" <ebjr@i-55.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Cc: "Boatanchors reflector" <boatanchors@theporch.com> 
Subject: Re: help requested - Stancor choke rating 
Date: Tue, 7 Nov 2000 19:44:56 -0600 

MIME-Version: 1.0 

Content-Type: text/plain; charset=ISO-8859-1 
Content-Transfer-Encoding: 7bit 


From: Joe LeKostaj <jm_lekostaj@attglobal.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: help requested - Stancor choke rating 
Date: Tuesday, November 07, 2000 7:04 PM 


Hi all. 


Can anyone please tell me the ratings for a Stancor C1002 filter 
choke? It measures about 16H on a hand-held (low current) LCR meter. 


Along the same line, is there any on-line resource for looking up 
specs for chokes or transformers from the likes of Stancor, 
Thordarson, etc? 


Tnx & 73, 
Joe KILY 


VV VV VV VV VV VV VV VV OM 


My old Stancor book says: 30 Henries, 75 ma. Resistance 400 ohms. 
Insulated for 
operation up to 1650 volts. 


73, 
Sandy Blaize, W5TVW 
"In the heart o£ Pumpkin Center, LA" 


From: "Ed Sieb" <sieb@sympatico.ca> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: help requested - Stancor choke rating 
Date: Tue, 7 Nov 2000 22:26:53 -0500 
Message-ID: <LOBBJHOLOOHLIPLONIAFAELNDFAA.sieb@sympatico.ca> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Try these two resources: 


Online Catalogs and Other Technical Publications 

http: //www.bigcountry.com/w5ami/online.htm 

and 

"information for modulation transformers, etc" 
http://www. thebizlink.com/am/tech/htm/modtran/modtran.htm 


Hope it's useful. 


> rnnre Original Message----- 
From: Joe LeKostajrent) LCR meter. 


specs for chokes or transformers from the likes of Stancor, 


> 
> 
> Along the same line, is there any on-line resource for looking up 
> 
> Thordarson, etc? 


Message-Id: <4.2.0.58.20001107194705 .. 009c3340@pop3.concentric.net> 
Date: Tue, 07 Nov 2000 19:49:03 -0800 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Ed Zeranski <ezeran@concentric.net> 

Subject: Re: another Whatizzit..?? 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


At 06:50 PM 11/7/00 -0500, MODSTEPH@ACS.EKU.EDU wrote: 
>Gang: 

> 

> I dragged an NC-303 out of a basement (saved it from 
>the dumpster) so will add it to the Projects Pile. Inside 
>is the National XCU-300 crystal calibrator which plugs into 
>the calibrator socket. The "“whatizzit:" there is a smaller 
>box (with one tube) attached to the XCU-300, and it looks 
>as though it was built that way. 


What have I got there? 


73, Al NS5AIT 

modsteph@acs.eku.edu 
>Not real clear on the above description...I know they built a narrow band 
>FM conv for the accessory socket 


> 
> 
> 
> Thanks in advance... 
> 
> 
> 


Message-ID: <3A08EE75.A4041B9F@home. com> 

Date: Wed, 08 Nov 2000 01:11:01 -0500 

From: Sandy Gerli <angerli@home.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch. com> 
Subject: REplacement Cloth-Covered AC Line Cord? 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hi, 


Anyone know of a source for this? I'm looking for about 50 feet of 
recent-manufacture cord, 18ga wires, with a brown "tweed" cloth 
covering, or just plain brown or black will do. Want to 
authentically restore several older receivers and replace some 
cords with good cloth covering but TOTALLY rotted wire 
insulation...I mean fire-hazard city, it's that bad. 


73, 

Sandy Gerli, AC1Y 

500 Country Club Road 
Avon, CT 06001-2406 USA 
Telephone: 1-860-675-5566 
E-Mail: angerli@home.com 


Life Member: ARRL & QCWA 
CCA, HCA, and Old Heathkit Green! ! 


Boatanchors are Ham Radio's heritage! 

Restore something, anything! Smell that hot solder! 

Better 'n booze... 

And, you can get up afterwards if you stay away from the B+!! 
Keep your finals dipped, now... 


Message-ID: <026e01c04955$cd71a9cO$5cc16ac6@oemcomputer> 
From: "Hue Miller" <kargokult@proaxis.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: another Whatizzit..?? 
Date: Tue, 7 Nov 2000 23:30:39 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


From: Ed Zeranski <ezeran@concentric.net> 


> I dragged an NC-303 out of a basement (saved it from 
>the dumpster) so will add it to the Projects Pile. Inside 
>is the National XCU-300 crystal calibrator which plugs into 
>the calibrator socket. The "“whatizzit:" there is a smaller 
>box (with one tube) attached to the XCU-300, and it looks 
>as though it was built that way. 

> 

> What have I got there? 


VV VV VV VV 


Well, if it's not an FM demod, would it be a multivibrator linked 
to the calib osc, to divide it down, like to 50 kc/s and 10 kc/s ? 
Is the tube a dual triode? 

Hue Miller 


Date: Wed, 08 Nov 2000 01:00:57 -0800 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: REplacement Cloth-Covered AC Line Cord? 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QG3PQQOD9L7MOXS@mta5.snf£c21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=ISO-8859-1 
Content-transfer-encoding: 7bit 


Hi Sandy; 


Anyone know of a source for this? I'm looking for about 50 feet of 
recent-manufacture cord, 18ga wires, with a brown "tweed" cloth 
covering, or just plain brown or black will do. Want to 
authentically restore several older receivers and replace some 
cords with good cloth covering but TOTALLY rotted wire 
insulation...I mean fire-hazard city, it's that bad. 


VV VV VV 


Check out the lamp shops that deal in antique lamps. You're likely to find 
cloth covered cord of recent manufacture. Looks great on those old 
tiffanies. 


Arden Allen KB6NAX Vallejo, CA  gumbear@pacbell.net 


Message-ID: <000701c04974$42cc67a0$761699c2@midshires> 
From: "Andrew Emmerson" <midshires@cix.co.uk> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: REplacement Cloth-Covered AC Line Cord? 
Date: Wed, 8 Nov 2000 10:36:35 -0000 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


> Anyone know of a source for this? I'm looking for about 50 feet of 
> recent-manufacture cord, 18ga wires, with a brown "tweed" cloth 
> covering, or just plain brown or black will do. 


Try any good shop that sells ‘antique’ lighting equipment for the home (they 
may try and sell you twisted flex but some of these people have ‘straight' 


braid-covered flex as well). Rejuvenation Lamp Company in Portland, Oregon 
does in the USA. Stiffkey Lamp Shop does here in Britain and I kow places 
that do in France as well. 


What about AES in Tempe, AZ? I haven't seen one of their catalogues lately. 
They certainly do (or did) have fabric-covered loudspeaker wire -- I bought 
some! 


Andy Emmerson, G8PTH. 


Message-ID: <D1892B7198A4D411BB7500A0C9692EC6085BB6@hdsmsx34.hd.intel.com> 
From: "Shriver, John" <john.shriver@intel.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: REplacement Cloth-Covered AC Line Cord? 
Date: Wed, 8 Nov 2000 07:28:49 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 


It should be noted that the manufacturer of these cloth-covered cords has 
not chosen to get Underwriters Labs approval of their cord. (Or might be 
unable to?) I'm using it, and it looks like a very fine quality product, 
which should be very durable. But there are certain (legal) liabilities in 
using non UL-recognized cord. 


Pretty minor liabilities, since a lot of cheap electrical appliances no 
longer get UL approved, and there are people forging UL approvals. (There 
have been some apallingly bad outlet strips and extensions cords made in 
China with forged UL approval stickers.) 


From: "russ dworakowski" <wb3fau@hotmail.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: another Whatizzit..?? 

Date: Wed, 08 Nov 2000 11:02:46 EST 

Mime-Version: 1.0 

Content-Type: text/plain; format=flowed 

Message-ID: <LAW2-F7105Y0PadIOG£00000961@hotmail . com> 


Humm, not 100% sure Al, the 303 has a different setup, in that also 
receives 10 mc. wwv as a source of calibration in addition to 100kc. So you 
may have the 303 calibrator after all! Again, I think you can install 

the 300 calibrator, but it won't get 10 mc. Russ 


>From: MODSTEPH@ACS.EKU.EDU 
>Reply-To: MODSTEPH@ACS.EKU.EDU 


>To: Old Tube Radios <boatanchors@theporch.com> 

>Subject: another Whatizzit..?? 

>Date: Tue, 07 Nov 2000 18:50:40 -0500 (EST) 

> 

>Gang: 

> 

> I dragged an NC-303 out of a basement (saved it from 
>the dumpster) so will add it to the Projects Pile. Inside 
>is the National XCU-300 crystal calibrator which plugs into 
>the calibrator socket. The "“whatizzit:" there is a smaller 
>box (with one tube) attached to the XCU-300, and it looks 
>as though it was built that way. 


What have I got there? 
Thanks in advance... 


73, Al N5AIT 
modsteph@acs.eku.edu 


VV VV VV VV 


Get Your Private, Free E-mail from MSN Hotmail at http://www.hotmail.com. 


Share information about yourself, create your own public profile at 
http: //profiles.msn.com. 


Date: Wed, 08 Nov 2000 07:53:27 -0800 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: REplacement Cloth-Covered AC Line Cord? 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QG3POQOEKVQQ38AQ@mta5.snf£c21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=ISO-8859-1 
Content-transfer-encoding: 7bit 


Hi John; 


It should be noted that the manufacturer of these cloth-covered cords has 
not chosen to get Underwriters Labs approval of their cord. (Or might be 
unable to?) I'm using it, and it looks like a very fine quality product, 
which should be very durable. But there are certain (legal) liabilities 


VV VV 


in 

> using non UL-recognized cord. 

> 

> Pretty minor liabilities, since a lot of cheap electrical appliances no 
> longer get UL approved, and there are people forging UL approvals. 


(There 
> have been some apallingly bad outlet strips and extensions cords made in 
> China with forged UL approval stickers.) 


Well, it really doesn't matter because no one would be willing to testify 
in court that our boatanchors would stand up to present day safety 
standards. Just don't let the cord get under your rocking chair ..... hi! 


Arden Allen KB6NAX Vallejo, CA  gumbear@pacbell.net 


Message-ID: <007b01c0499d$73£98780$71943004@o0emcomputer> 
From: "Doc" <eDoc@netzero.net> 
To: Old Tube Radios <boatanchors@theporch. com> 
Subject: FS: Gonset GPP-1 Phone Patch 
Date: Wed, 8 Nov 2000 11:03:34 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Got two, only need one ... so ... For Sale 


Gonset GPP-1 Phone Patch. Neat checkered faceplate. In nice 
shape w/minor cosmetics. (ask for details) Untested. 
Asking $17. shipped conus. 


Thanks! Doc KD4E in Hudson-on-the-Gulf, Florida 


ae ee NetZero Free Internet Access and Email. > 


Download Now http: //www.netzero.net/download/index.html 
Request a CDROM 1-800-333-3633 


To: Old Tube Radios <boatanchors@theporch.com> 

Date: Wed, 8 Nov 2000 09:30:42 -0700 

Subject: RS-6 research data needed 

Message-ID: <20001108.093045.45.0.saipan59@juno.com> 
MIME-Version: 1.0 

Content-Type: text/plain 

Content-Transfer-Encoding: 7bit 

From: saipan59@juno.com 


Hi all, 
I'm working on adding some new details to my Clandestine 
Radio research, particularly around the RS-6. Below are 


some things that I'm looking at. If you have one of these 
sets, and have time to check, I'd be interested in the 
serial number of any box that matches my description. If 
yours does xnot*x have that feature, then I don't need to 
hear from you. Thanks! - Pete McCollum saipan59@juno.com 


My web page is at: 
http://www. geocities.com/saipan59/ 


* RT-6 xmtr that has no keying relay, and/or has no 
'Monitor' connector (for sidetone). 


* RA-6 filter unit. On the diagram inside the lid, is 

the hand generator marked "SSP-11 or GN-58" ? [ Most units 
will say just "GN-58". The other type of marking is on 

an RA-6 #1034 (an early one). In case there is any lingering 
doubt about the RS-6 having CIA origins, the SSP-11 is a CIA 
designation for a ‘modified GN-58'. Also, speaking of CIA 
origins, I recently made a new contact with a retired CIA 
fellow who admits to using the RS-6 in the field. ] 


x RR-6 revr with a crystal socket that has a built-in microswitch. 
The whole socket is black, and there is a little black button 
that gets depressed when a crystal is installed. Most units (I 
think) have a phenolic-type socket, and no visible switch. 


* RR-6 revr with an un-colored tuning dial window. [ Most have 
a dual red and blue tint in the window, so that the difference 
between band 1 and band 2 is obvious. ] 


* RR-6 revr (any variant): What are the markings on the IF cans 
inside? I suspect that there is a date code there, but need a 
variety of samples to be more sure. The number in question looks 
something like this: "119-1-28" or "119-3-38", etc. I'm thinking 
that the last 3 digits could be Year and Week... If so, this would 
be great information to have. If it looks to be true, I'll post 
the stats on my web page. 


* RT-3 xmtr: Look closely at the key knob. Is there a little "X" 
marked in it, on the top sorface, a little to one side? The mark 

is about 1/8" long, and looks like it was done by hand with a knife 
blade or something. About half the knobs have the xexact*x same mark 
in them, so it must have been in the casting (why???). 


Message-ID: <3A09581F .5CE6@postoffice.uri.edu> 
Date: Wed, 08 Nov 2000 13:41:51 +0000 
From: Robert Vincent <rvi3489u@postoffice.uri.edu> 


MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: National ACN Dial. 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hi everyone, I recently came across a pretty good National 
ACN-1 dial with a blank dial sheet. I removed the paper dial 
and had some nice copies made on photographic quality paper. I 
can cupply copies for $2.50 each if anyone should need one. 
You will need to cut it out yourself from the larger sheet but 
that is pretty simple. Rob K1DFT 


Message-ID: <FEEBE78C8360D411ACFD00D0B7477971DE132E@xsj02.sjs.agilent.com> 
From: jay_coward@agilent.com 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: AN/ARC-4s @ L'ville - 2M AM 
Date: Wed, 8 Nov 2000 10:38:03 -0700 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="ISO-8859-1" 


Also used on PT Boats. 
Jay 


Only US armed svc.s use was Navy & those on sub.s_ (ex-Ft. Monmouth 
W4MEW says "that's why subs never heard our boys") 


Date: Wed, 8 Nov 2000 13:33:00 -0500 
From: BEN NOCK <G4BxXD@compuserve.com> 
Subject: Test gear FS 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <200011081333_MC2-BA17-B513@compuserve. com> 
MIME-Version: 1.0 
Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; 

charset=IS0-8859-1 
Content-Disposition: inline 


Labgear £5115 AF Power Meter = 


The unit is designed to measure audio voltages in the range of 25 milliwa= 
tt 


to 10 watt in two ranges and can select between 3, 15 or 600 ohm unbalanc= 
ed 
input. With handbook. 


18 Pound posted (UK) 


Test Oscillator Type 17142 military airband and similar uses. The two 
switches on the unit allow a range of frequencies to be generated between= 


109 and 396 Mhz. The output of the unit offers a range of pips across thi= 
iS 

spectrum with, helpfully, a spot frequency at 145.800 Mhz, ideal for 
testing 2 Mtr gear. The unit is powered from an external 28v supply. BNC= 


output = 


18.00 Pound posted (UK) 


Date: Wed, 8 Nov 2000 13:32:58 -0500 
From: BEN NOCK <G4BXD@compusetrve.com> 
Subject: Rare tx offered 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <200011081333_MC2-BA17-B50E@compuserve. com> 
MIME-Version: 1.0 
Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; 

charset=IS0-8859-1 
Content-Disposition: inline 


For trade: 

B28 transmitter, AP63993. in very nice condx, working, = 
(into ON, DK and PA last night) 5W o/p, with nameplate 
stating s/n 403. Not very many made, collectors item. = 

Used by Royal Navy Reserves, fits inside the B28 receiver, = 
derives power from it. Xtal controlled, 2 to 12 Mhz, 2 valve. 


What am I offered in way of a trade ? 


Ben.G4BxXD. 


Message-Id: <3.0.1.32.20001108123811.00e52458@vuse. vanderbilt.edu> 
Date: Wed, 08 Nov 2000 12:38:11 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "A. B. Bonds" <ab@vuse.vanderbilt.edu> 

Subject: What are these? Anyone interested? 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


A surplus dealer I have been doing some business with has come up with a 
number of tubes of the following spec: 


B-Scan brand with following part numbers 
32198 S225P47 3M253P47M 
govt. stock # 5960-00-549-3760 


EEV brand 
CX1670 / MA980A / MA360A 
9059-00-607-8796 


Cetron Elec. Corp brand 
8020W 

DSA900-70-C-7776 
5960-00-808-4522 


The latter appears to be a 40 kV/100 mA vacuum rectifier. I have no idea 
what the first two are. 


Any hints? Is anyone interested in getting any of these? 


A. B. Bonds 


Message-ID: <999F6F1E8EB8D311AC190090277A7726033FA887@axcs08.cos.agilent.com> 
From: "BROWN,MIKHAEL (A-PaloAlto,ex1)" <mikhael_brown@agilent.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Military Pictures Wanted 
Date: Wed, 8 Nov 2000 14:23:56 -0500 
MIME-Version: 1.0 
Content-Type: multipart/alternative; 
boundary="----_= NextPart_001_01C049B9.70565F60" 


This message is in MIME format. Since your mail reader does not understand 
this format, some or all of this message may not be legible. 


------ _=_NextPart_001_01C049B9 .70565F60 


Content-Type: text/plain; 
charset="ISO-8859-1" 


I am looking for the following pictures: 


1) One of an operator at the controls of a WWII or Korean war bomber radio 
position. 

2) A similar one for a Navy ship or submarine. 

3) A third for an Army fixed location Radio postion. 


I need them for the West Coast Military Radio Collectors Group website so, 
they need to be legal to put on the site. If you know of, or have copies 
and know who to contact to get permission to use them please email that 
information as well. 


Thanks for your help & 73's 


Mike, N6WIG 


Mikhael Brown <mikhael_brown@agilent.com> 


------ _=_NextPart_001_01C049B9.70565F60 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KK KKK KK KR KK KK KK KK KK KK KKK KKK KK 
---REMAINDER OF MESSAGE TRUNCATED-- - 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
* Mail Lists at theporch.com only accept PLAIN TEXT 
x If your postings display this message your mail program 
* is not set to send PLAIN TEXT ONLY and needs adjusting 
KKK KK KK KK KK KK KK KKK KKK KK KKK KKK 


* 
* 
* 
* 


+ + + FF FF OF 


------ _=_NextPart_001_01C049B9 .70565F60- - 


Date: Wed, 8 Nov 2000 15:03:47 -0500 (EST) 
Message-Id: <200011082003 . eA8K31b05329@ecunet. org> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: AM RADIO HI FI 

From: JOHN.SEHRING@ecunet.org 


> From: Arden Allen <gumbear@pacbell.net> 
> 


Thanks very much for enlightening me on a 


> > Are there any disadvantages to all taking AVC detector from same 
place 

> as > AM detector? Maybe additional loading of secondary of last IF 
xfmx 

> leading > to a bit more recovered audio distortion? .......... 


The "advantage" we should be looking for, IMHO, is low distortion audio 
from the detector. What seems to do the job is proper design, for the 
most part, of the last IF amplifier plate circuit. The intrinsic 
characteristics of the final IF transformer, the one that drives the 
detector diode(s), is crucial in preserving fidelity, I believe. I am 
of the opinion that air core transformers do the job best, there being 
no non-linearity problems with air like there are with iron or ferrite 
cores. Also, the higher the plate impedance of the last IF amplifier, 
the more the diode(s) "see(s)" a current source that provides charging 
currents proportional to RF peak voltages that charge the detector RF 
filter caps. That way the non-linearity of the detector diode(s) has 
less distortion producing effect. Having experimented with a 1937 
Zenith receiver, which uses a 6K7 IF amp and big air core IF cans, I 
finally concluded that the various detectors I tried all worked well, 
not because of my "ingenious" circuit ideas, but because the ingenuity 
was already built in by the Zenith engineers. When it comes to IF cans, 
smaller is not really better. 


new" (to me) subject! 


-John Sehring (Tue, Nov 7, 2000, Ipswich SD) UCC WBOEQ 


Date: Wed, 8 Nov 2000 15:03:48 -0500 (EST) 
Message-Id: <200011082003 . eA8K3m£10529@ecunet.org> 


To: 


Old Tube Radios <boatanchors@theporch.com> 


Subject: AM RADIO HI FI 
From: JOHN.SEHRING@ecunet.org 


Bob Roehring wrote: 


> 
> 
> 
> 
> 
> 
> 
> 
> 
> 
> 


> I note that early Halli SX-42 used both diodes of 6H6 to do AF, AVC & 
ANL. > Later versions used only xonex diode of the tube to do all. 
Less AF > detector distortion due to less IF can loading? 


Haven't looked at many AVC/DET schemes lately, but I think even those 
using separate diodes for det and AVC still use the neg half cycle for 
both for some reason. Sometimes they were separated with a cap which 

I think was supposed to reduce loading. 


I was after a low-Z source impedance for a fast attack/slow release 
AVC. 


Take a look at Drake R-4, -4A, or -4B AGC circuit for a really fast-attack 
circuit. Very few are better in that regard I'd guess. 


-John Sehring (Tue, Nov 7, 2000, Ipswich SD) UCC WBOEQ 


To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com 

Date: Wed, 8 Nov 2000 11:53:57 -0600 

Subject: Re: REplacement Cloth-Covered AC Line Cord? 
Message-ID: <20001108.140128. -380635.0.jackiv@juno.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 

From: jackiv@juno.com 


hi all. The replacement line cords that I have seen lately were standard 
old zip cord, plastic with a cloth cover braided on. the basic cord had 
id numbers as I also was womdering. NOT cheap either. Jack Iverson 


On Wed, 08 Nov 2000 07:53:27 -0800 Arden Allen <gumbear@pacbell.net> 
writes: 
Hi John; 


> It should be noted that the manufacturer of these cloth-covered 
cords has 

> not chosen to get Underwriters Labs approval of their cord. (Or 
might be 

> unable to?) I'm using it, and it looks like a very fine quality 
product, 

> which should be very durable. But there are certain (legal) 
liabilities 

in 

> using non UL-recognized cord. 

> 

> Pretty minor liabilities, since a lot of cheap electrical 
appliances no 

> longer get UL approved, and there are people forging UL approvals. 


(There 

> have been some apallingly bad outlet strips and extensions cords 
made in 

> China with forged UL approval stickers.) 


Well, it really doesn't matter because no one would be willing to 
testify 
in court that our boatanchors would stand up to present day safety 


VV VV VV VV VV VV VV VV VV VV VV VV WV 


> standards. Just don't let the cord get under your rocking chair 


> Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


Message-ID: <3A0990AA. 6986@postoffice.uri.edu> 
Date: Wed, 08 Nov 2000 17:43:06 +0000 

From: Robert Vincent <rvi3489u@postoffice.uri.edu> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Line cords 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


I checked out some replacement line cords down at the local 
Hardware store, they appear to be #16 or 18 fabric covered, 
over rubber coverd wire, UL approved and come in gold fabric 
or brown fabric covering, 49 cents a foot, larger quantities(a 
spool ) considerably cheaper. Rob K1DFT 


Message-ID: <D1892B7198A4D411BB7500A0C9692EC6085BC4@hdsmsx34.hd.intel.com> 
From: "Shriver, John" <john.shriver@intel.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Line cords 
Date: Wed, 8 Nov 2000 13:37:05 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="ISO0-8859-1" 


That's certainly not the stuff I used. Mine had two cloth-insulated inner 
conductors, with somewhat coarse stranding. Fine to see that it's 
available, this eliminates any possible reason for concern. 


Demand creates supply... 


Sates Original Message----- 

From: Robert Vincent [mailto:rvi3489u@postoffice.uri.edu] 
Sent: Wednesday, November 08, 2000 12:43 PM 

To: Old Tube Radios 

Subject: Line cords 


I checked out some replacement line cords down at the local 
Hardware store, they appear to be #16 or 18 fabric covered, 


VV VV VV VV 


> over rubber coverd wire, UL approved and come in gold fabric 
> or brown fabric covering, 49 cents a foot, larger quantities(a 
> spool ) considerably cheaper. Rob K1IDFT 


End o£ BOATANCHORS Digest 3030 
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